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• Blandespand/plasthink/mixing bucket

• 2 x 5 kg poser/påsar/bags = 

10 ltr. maling/målarfärg/paint 

DK-Sikkerhed

NO-Sikkerhet

SE-Säkerhet
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• Inden- og udendørs anvendelse

• Tillader muren at ånde, diffusionsåben

• Beskytter mod slagregn

ProduktCementbaseret kunststofforstærket pulver, indfarvet med lysægte UV-bestandige pigmenter. 

Rækkeevne
Ca. 20-40 m²UnderlagMurværk af blødstrøgne mursten, 1- 4 måneder. Pudset og vandskuret murværk, 7 døgn. Beton, 14 døgn. Letbeton-

elementer. Tidligere cementmalede underlag.

Forbehandling
Alle underlag skal være bæredygtige og rengjort for støv, løse malings/mørtelrester, fedt, salt, begroninger og andet 

snavs. Murværk skal være fuldt afhærdet og udtørret. Tørt og sugende underlag forvandes. Underlaget skal så vidt 

muligt have ensartet sugeevne, da det ellers kan give farveforskel i det færdige resultat.

Stærkt eller uens sugende underlag, primes med Alfix PlaneMixPrimer fortyndet 1:6 med rent vand.

GenereltUdendørs arbejde med cementmaling bør kun foregå i tørvejr ved temperaturer mellem +10ºC og +25ºC, og ikke 

i direkte sol. Planlæg arbejdet efter solen, så påføring kan foregå i skyggesiden. Undgå at male på varmt underlag. 

Ensartet vanddosering er vigtig for at opnå et godt resultat.

Brugsanvisning
1. Afmål ca. 3,3 liter rent vand pr. 5 kg pose

2. Hæld vandet op i blandespanden

3. Drys pulveret i under omrøring og bland indtil malingen er klumpfri

Malingen er klar til brug efter et par minutter. Efteromrøres kort efter henstand.

Alfix DuraDec cement påføres bedst af 2 omgange med pensel, kalkkost eller langluvet malerrulle. Anvendelsestid 

efter oprøring er 2 – 3 timer. Det første lag skal være tørt inden næste påføring, min. 1 døgn. For at undgå over-

gangsskel arbejdes vådt i vådt og vægfladen færdiggøres i en arbejdsgang. 

For at opnå et mere rustikt udseende kan der tilsættes 1-4 kg ovntørret kvartsand 0-4 mm.

RengøringRester af Alfix DuraDec på værktøj mv. fjernes med vand og sæbe inden afbinding. Cementbaserede produkter 

hærder under vand, skyl derfor aldrig rester ud i kloaksystemet. Cementpulvermaling er basisk, og stænk på f.eks. 

vinduer kan derfor give matte pletter.

Bemærk!Der må ikke tilsættes yderligere vand til cementmaling, som er begyndt at afbinde. 

Ved risiko for regn eller lave temperaturer under +10ºC, skal facader afdækkes. 

Hærdetid 7 døgn ved min. +15°C. Lagring Min. 24 måneder i uåbnet emballage.

Udvendig maling i vintermånederne frarådes. 

Henvisninger
Produktinfo, Sikkerhedsdatablad.

• För användning både inomhus och utomhus

• Tillåter att murverket andas, diffusionsöppen

• Skyddar mot slagregn

ProduktCementbaserat konstmaterialförstärkt pulver, infärgat med ljusäkta UV-beständiga pigment. 

Räckor tillCa 20-40 m²  UnderlagMurverk av våtstruken mursten, 1–4 månader. Putsad och vattenskurat murverk, 7 dygn. Betong, 14 dygn.

Lättbetongelement. Tidigare cementmålade underlag.

Förbehandling
Alla underlag ska vara bärkraftiga och rengjorda från damm, lösa murbruksrester, fett, salt, beväxtning och annan 

smuts. Murverk ska vara fullt avhärdat och uttorkat. Torra och sugande underlag förvattnas. Underlaget ska om det 

är möjligt ha jämn sugförmåga, då det annars kan bli färgskillnader i det färdiga resultatet.

Starkt eller ojämnt sugande underlag primas med Alfix PlaneMixPrimer utspädd 1:6 med rent vatten.

AllmäntUtomhusarbete med cementmålarfärg bör utföras i torr väderlek vid temperaturer mellan +10 och +25 °C, dock 

inte i direkt solsken. Planera arbetet efter solen, så att påföringen kan ske på skuggsidan. Undvik att måla på varmt 

underlag. Jämn vattendosering är viktigt för att uppnå ett bra resultat.

Bruksanvisning
1. Mät upp ca 3,3 liter rent vatten per 5 kg påsa

2. Häll upp vattnet i plasthinken

3. Häll pulvret under omrörning och blanda tills färgen är klumpfri

Färgen är klar för användning inom ett par minuter. Rörs om kort efter uppehåll.

Alfix DuraDec cement påförs bäst i två omgångar med pensel, kalkborste eller långhårig målarroller. Användningstid 

efter upprörning är 2–3 timmar. Det första lagret ska vara torrt innan nästa påförs, minst 1 dygn. För att undvika 

övergångslinjer utförs arbete vått i vått och väggytan görs klar i en arbetsomgång. 

För att uppnå ett mer rustikt utseende kan 1–4 kg ugnstorkad kvartssand 0–4 mm tillsättas.

RengöringRester av Alfix DuraDec på t.ex. verktyg tas bort med tvål och vatten innan det hårdnat. Cementbaserade produkter 

härdar under vatten, skölj därför aldrig ut rester i avloppssystemet. Cementpulverfärg är basisk och stänk på t.ex. 

fönster kan därför ge matta fläckar.

Obs!Ytterligare vatten får inte tillsättas till cementfärgen när den börjat hårdna. 

Vid risk för regn eller låga temperaturer under +10 °C, ska fasader täckas.

Härdningstid 7 dygn vid minst +15 °C. Lagring Minst 24 månader i oöppnad förpackning.

Utvändig målning under vintermånaderna rekommenderas inte.

Hänvisningar
Produktinfo, Säkerhetsdatablad.

• For interior and exterior use

• Breathable surface – diffusion open

• Protects from driving rain

ProductCement-based powder. Polymer modified. Added UV light resistant pigments 

Approx.20-40 m²
SurfacesSoft moulded bricks, 1- 4 months. Rendered and mortar washed brickwork, 7 days. Concrete, 14 days. Light-weight 

concrete slabs. Cement-painted surfaces.

Surface preparation

Surfaces should be dimensionally stable. Prior to painting, the surface should be clean from dust, loose particles, 

adhesive residues, grease, salt, fouling and other contaminations. Brickwork should be fully cured and dry. Pre-wet 

dry and absorbent surfaces.

For the best result, ensure that the surface has an even absorbency – otherwise colour differences may occur in the 

final appearance.
For very absorbent surfaces or surfaces with uneven absorbency, apply Alfix PlaneMixPrimer diluted with water in the 

proportion 1:6.Generel instructions

Exterior work with cement paint should only take place in dry weather at temperatures ranging between +10 C - 

+25 C. Avoid painting in direct sunlight. Plan work according to the sun to ensure that paint is exclusively applied in 

the shade. Avoid painting on a hot surface. Accurate and uniform water dosage is essential to obtain a good result.

Mixing and application 

1. Measure approx. 3.3 liters of clean water per 5 kg bag

2. Pour the water into the mixing bucket

3. Sprinkle in powder while stirring and mix until the mixture is lump-free

Leave to rest for a few minutes and restir briefly before use.

Alfix DuraDec cement should be applied as 2 subsequent coats using brush, broom, or thick-nap roller. Working time 

after mixing is 2-3 hours. Allow the first coat to dry min. 24 hours before applying the second coat.

To avoid visible seams, apply paint using wet on wet technique and finish each wall surface in one ongoing working 

process.For a more rustic finish, add 1–4 kg dried quartz sand, grain size 0-4 mm. 

CleaningClean residues from Alfix DuraDec from tools before the paint sets. Cement-based products harden when mixed with 

water; hence do not pour surplus material into the drain system. As paint based on cement powder is highly alka-

line, protect adjoining surfaces, such as windows, from staining. 

NB!Do not add further water to a paint mixture already starting to set.

If rainy weather or temperatures below +10°C are forecast, cover surfaces.

Fully cured 7 days at min. +15°C. Shelf life Min. 24 months in unopened packaging.

Avoid exterior painting during the winter season.

ReferencesProduct data sheet and safety data sheet.

LokALIRRITeRende

IRRITeRende
IRRITeRAnde

IRRITAnTREIzENDMALKODE: 00-4 (1993)

Brugsklar bl.: 00-4 (1993)

Lokalirriterende. Indeholder: Cementpulver. Ved blanding med vand dan-

nes calciumhydroxid, som kan virke ætsende.

Irriterer åndedrætsorganerne og huden. Risiko for alvorlig øjenskade. Opbe-

vares utilgængeligt for børn. Undgå indånding af støv. Undgå kontakt med 

huden. Kommer stoffet i øjnene, skylles straks grundigt med vand og læge 

kontaktes. Brug beskyttelses-briller/ansigtsskærm under arbejdet.

Anden mærkning: Indholdet af chromat er mindre end 2 mg/kg cement.  

Holdbarheden er ubegrænset ved tør opbevaring. Ved opbevaring under 

fug tige forhold, f.eks. byggepladser, vil chromat neutraliseringen aftage. 

Anbrudt emballage lukkes tæt efter brug og bør anvendes snarest derefter.

Irriterande. Innehåller kromreducerat cementpulver 35-60%.

 Irriterar andningsorganen och huden. Risk för allvarlig ögonskada.

Förvaras oåtkomligt för barn. Undvik inandning av damm. Undvik kontakt 

med huden. Vid kontakt med ögonen, spola genast med mycket  vatten och 

kontakta läkare. Använd skyddsglasögon eller ansiktsskydd.

Specialkrav för vissa preparat: Innehåller mindre än 2 mg vattenlöslig 

krom  per kg torrcement. Om produkten förvaras enligt anvisningar anses 

reduktions effekten vara effektiv i obruten plastad lastpall 12 månader från 

förpackningsdag. I bruten förpackning dock ca 1 månad.

Irritant. Contains: Cement powder. Mixing with water will produce calcium 

hydroxide which may have a corrosive effect. Irritating to respiratory sys-

tems and skin. Risk of serious damage to eyes. Keep out of reach of chil-

dren. Do not breathe dust. Avoid contact with the skin. In case of contact 

with eyes, rinse immediately with plenty of water and seek medical advice. 

Wear eye/face protection.

Other labelling: The chromate content is less than 2 mg/kg cement (below 

2 ppm limit). Durability is unlimited when stored dry. Chromate reducing 

agent will become inactive if stored in a humid environment, such as a 

building site. Broken/opened packaging should be sealed following use and 

applied as soon as possible.

Training advice: No special training is necessary but a thorough knowledge 

of this safety data sheet is a condition.

DK
NO

SE

GB Durable Facade Paint
The Alfix DuraPuds range of long life rendering products has been very well received 
in Denmark and throughout the rest of Scandinavia since launch autumn 2010. 

Alfix is now ready to welcome another member of the façade family, namely Alfix DuraDec.
Our new independent series of facade paints go by the name DuraDec and thus, the 
products both become a “sister” as well as an addition to the existing DuraPuds. The name 
originates from a constellation of the words durability and decoration. The introduction 
is paved by a cement-based façade paint named DuraDec cement. The paint is suitable 
for treatment of mineral substrates, such as bricks, lightweight concrete, concrete, and 
rendering. The product is also suitable for mortar washed brickwork and is available in the 
following 4 natural and attractive colours: white, pale grey, grey, and “skagensgul” (being a 
warm, deep yellow).

Read more about DuraDec cement here

Winner of Danish Building 
Industry’s Environment Award 
2012
Given an active approach to environmentally friendly, green production and a constant focus 
on working environment Alfix has recently won the Danish Building Industry’s Environment 
Award 2012. 

During the large TUN BYG 2012 construction trade fair, a committee consisting of 13 experts from 
the building trade pointed out Alfix as winner of the coveted price. And on top of the happy event, 
Alfix received royal congratulations as His Royal Highness Crown Prince Frederik presented the 
company with the award.
Subsequently, the Crown Prince visited the Alfix stand to receive a personal introduction to several of 
the company’s green initiatives. Since 2000, Alfix has initiated a strategy to environment and working 
environment in which environmental considerations have been given the highest possible priority in 
all processes, production, and products.
Alfix reuses approx. 80% of the raw materials used for cleaning in various production processes, 
which reduces the final amount of waste material intended for disposal considerably. Alfix is 
constantly engaged on finding new energy saving ways in order to lower the overall consumption of 
electricity, water, and heat. Further, Alfix systematically gathers and documents all green results and 
initiatives in thorough and acknowledged environmental reports.
Prospectively, Alfix aim at continuing the responsible journey towards a conscious reduction of 
the company’s environmental impacts while maintaining focus on a good working environment. 
During the next couple of years, Alfix plan to replace the heavy conventional 25 kg bags with 20 kg 
bags; a small step in terms of product innovation but a large winning for the working environment. 
Lightweight bags mean fewer heavy lifts to distributors, construction workers, as well as  
private end users.
See more pictures from the construction exhibition TUN BYG 2012

http://www.alfix.dk/files/pdf/pdf_printfiler_gb/gb_pi_0.730_duradec_cement.pdf
http://www.alfix.dk/gb/About+Alfix/news_eng.html


New packaging design with QR codes
The bag design for our product lines is about to receive a needed boost which also 
gives us the opportunity to meet an increasingly market demand for packaging 
solutions including QR codes.

Further to a new and more contemporary bag design, Alfix intends to simplify and 
standardize the future product colour system which entails that each product family is 
identified by one colour only. The colour system will be as follows:

Tile adhesives – “fix”: blue bags
Grouts – “fill”: black bags
Levelling compounds – “mix”: pale grey bags
Rendering – “puds”: dark grey bags

All tile adhesive bags come in the new blue colour. In future Cerafill grouts will be 
recognizable by an elegant black bag. Levelling compounds in the PlaneMix range and 
the rendering products of the DuraPuds family maintain their well known, classical pale 
grey and dark grey colour, respectively. Hence, new colours only apply to tile adhesives 
and grouts.

Each product within the 4 families will thus be recognizable by the colour of its name.
“It is now our job to assist users and distributors in adapting the new system in which the 
colour of the product name becomes decisive. This system has already been successfully 
implemented for both PlaneMix and DuraPuds. Upon a short running-in period, we feel 
confident, though, that the market will give both the new design and the standardized 
colours for tile adhesives and grouts a positive reception”, announces Marketing Manager 
Anders Bertelsen Toft.
Further, he clarifies that the new packaging design is meant to establish a characteristic 
for Alfix products in general and for each individual family within the range in particular. 
The new system will ease recognition and make every single product distinguishable for 
the distributors when arranged on the shelves.
All bags will be printed with visible QR codes. Equipped with a smartphone, both 
distributors and end users are ensured easy access to all relevant information directly 
from the Alfix mobil site – regardless of personal location.
Full implementation of the new bags is expectable within the next 1-2 years as it is the 
plan to use the existing stock of packaging – in this way waste of valuable resources is 
avoided.


